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General Assembly Amendment 
 February Session, 2000 LCO No. 2995 
  
  

 
Offered by:  

REP. MILLER, 122nd Dist.  
 

 

To: House Bill No.  5583  File No.  143 Cal. No.  152 
 

 "An Act Minimizing Air Emissions At Power Plants."   

 
 

In line 1, before "(NEW)" insert "Section 1." 1 

After line 16, insert the following: 2 

"Sec. 2. Subsection (b) of section 14-164i of the general statutes, as 3 
amended by section 21 of public act 99-268, is repealed and the 4 
following is substituted in lieu thereof: 5 

(b) Not later than October 1, 1997, the Commissioner of Motor 6 
Vehicles shall provide for the commencement of emissions inspections 7 
of diesel-powered commercial motor vehicles operated on the 8 
highways of this state using the method or methods selected by the 9 
commissioner under subsection (a) of this section. Such inspections 10 
shall be performed in conjunction with any safety or weight inspection 11 
at any official weighing area or other location designated by the 12 
commissioner. In lieu of any such inspection performed by the 13 
commissioner, the commissioner may accept the results of an 14 
inspection performed (1) by agreement with an owner or operator of a 15 
fleet of diesel-powered commercial motor vehicles licensed by the 16 
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commissioner pursuant to subsection (f) of section 14-164c, or (2) by 17 
any licensed motor vehicle dealer or repairer authorized by the 18 
commissioner, pursuant to this section, to establish a diesel-powered 19 
commercial motor vehicle inspection station.  The Commissioner of 20 
Motor Vehicles shall design a sticker to be affixed to the windshield of 21 
a diesel-powered commercial motor vehicle which shall bear the date 22 
of inspection. The provisions of this subsection shall not apply to 23 
diesel-powered trucks and buses that use biodiesel 20/80 blend with 24 
petroleum diesel fuel." 25 


